BRIGHTWAY LED Lighting

LED AREA LIGHT- HG Series

made in China
warehouse in USA
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Microwave motion sensor Photocell sensor Shorting cap Surge protector

Product Applications

LED Shoebox/Area Light series can be widely used in Parking lots, Urban roads, industrial areas,
Residential areas, Sidewalks, Schools, Shopping centers, Auto dealers, etc.

www.brightwayledlighting.com



BRIGHTWAY LED Lighting

LED AREA LIGHT- HG Series

Specifications Structure Features
Unit:inch (mm) Shell materials: Aluminum & PC.
) Finish: Dark Bronze/White
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Power:60W, 100W, 150W Power:200W. 240W, 300W
Light Size:L365*W323*H80MM Light Size:L530*W323*H80MM
Packing Size: L517mm* W362mm* H265mm Packing Size: L682mm* W362mm* H140mm
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BRIGHTWAY LED Lighting

LED AREA LIGHT- HG Series

Technical Parameters

. Effect of Working Beam IP . I
Model No. Power | Input Voltage| Dimmable| CCT(K) light(LMW) | Temperature| Angle CRI PF Rate Optional Accessory [Certification
HG-SL-60W-LV-YY-Z AC100-277V 3000/4000/ o |tyPE3
HG-SL-60W-HV-YY-z | W | ac200-480v| %OV |s000/5700| 130 | 20C40C | pypps|Ra>80| >0.9 | IP6S
HG-SL-100W-LV-YY-Z AC100-277V 3000/4000/ o |TyPE3
HG-SL-100W-HV-YY-Z | 1% | ac200480v| %1%V | s0005700| 130 | 20CA0C | ryppg|Ra>80] >0.9 | 1P6S
HG-SL-150W-LV-YY-Z AC100-277V 3000/4000/ o |TvPES
HG-SL-150W-HV-YY-Z | 2| ac200-a80v| 1OV | 5000700 | 130 | T20CA0C | pypps|Ra>80] >0.9 | IPES | yicrowave motion —
sensor DLC
Photocell sensor FCC
Shorting cap P65
HG-SL-200W-LV-YY-Z AC100-277V 3000/4000/ o |TyPES Surge protector
HG-SL-200W-HV-YY-zZ | 2°W [ ac200-480v| %10V | 500055700 130 | T20C40C | rypgs|Ra>80| >0.9 | IPE5
HG-SL-240W-LV-YY-Z AC100-277V 3000/4000/ o |TYPE3Y
HG-SL-240W-HV-YY-Z | 24OV | ac200-480v| %10V | 50005700 | 130 | 20CH0C | ryppg|Ra>80] >0.9 | 1P6S
HG-SL-300W-LV-YY-Z AC100-277V 3000/4000/ . |tyPE3
HG-SL-300W-HV-YY-Z | 3%W | ac200-a80v| 1OV | s000/5700| 130 | 20CA0C | pypps|Ra>80] >0.9 | IP6S

Microwave motion sensor

The MC601V innovative and active motion detectors with HF
system 5.8GHz. Motion can be detected through plastic, glass and

M Automatic switching or dimming when used in
combination with 1-10V dimmable LED drivers

or ballasts.

M Built-in daylight sensor.

M 1-10V interface can match up with Merrytek
stand-alone daylight sensor MS01 and achieve
daylight harvesting.

B Compact size makes it suitable to fix within
most luminaires.

M Detection area, time delay and daylight
threshold can be precisely set via DIP switch.

B Wide detection area, range up to 16min
diameter.

B Support higher mounting height 15m Max.

M Optional surface mounting and base mounting

thin non—metal materials.

The sensors allow energy saving without compromising comfort.
When used in combination with 1-10V dimmable LED drivers or
ballasts, they can achieve 3-step dimming function, which is
perfect for use in some areas that requires a light change notice
before totally switch off.

Also, the 1-10V interface in the sensors can match up with
Merrytek stand-alone daylight sensor MS01 , and implement
daylight harvesting, means the lighting system has automated
controls that either turn off or dim artificial

lightin response to the available daylight in the space.

As it uses the third generation Merrytek technology, normal 5.8GHz
microwave module can easily reach high mounting high up to 15m
and long detection area 10m in radius.

www.brightwayledlighting.com



BRIGHTWAY LED Lighting

LED AREA LIGHT- HG Series

Photometry
TYPE3
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BRIGHTWAY LED Lighting

LED AREA LIGHT- HG Series

Installation diagram

1.Slip fitter mount (Adjustable Angle : —90° ~+90° ) 4.Wall Mount (Adjustable Angle : —-90° ~+90° )

&= _Expansion scrows
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(Adjustment bolt) ‘\ \\\

Adjustable Fitter Fixing boit

Lamp
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Fixing bolt Sedoco \ Gastat | | .
(Adjustment bottf Locking bolts = sunction box
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2.Adjustable Square (Adjustable Angle : -90° ~+90° )

Fixing bolls

Fixing bolt /
(astnertoot)

Adjustment sorew  Adjustment bolis.
(Fixing bots)

3.Round Pole Mount(Adjustable Angle : -90° ~+90° ) 6. U-bracket (Adjustable Angle : -90° ~+90° )

v &2 Expansion screws

Hex Nuts

Fixing bolts
(Adjustment balts)
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BRIGHTWAY LED Lighting

LED AREA LIGHT- HG Series

Packing

60W-150W:

Packing details

No. Part No. N.W.(0.2) é?ﬂiﬁflxn G.W.(£5%) | Qty/ctn Ogiﬁreﬁ:ig‘;”
1 Eggtgg\\;vvh\\//ai 6.5Kg - 13.8Kg | 2PCS 515*360*265mm
2 :gg::: ggvvx\//h\\//%i 6.5Kg - 14Kg 2PCS 515*360*265mm
3 ::g:gl'_‘: gg\\//vvh\\//xi 6.8Kg - 14.4Kg | 2PCS 515*360*265mm
4 :ggtgggvvx\//h\\//xi 9.4Kg - 10.5kg | 1PCS 680*360*140mm
5 nggtg:gvv\\;h\\//xi 9.5Kg - 11kg 1PCS 680*360*140mm
6 :ggtgggvvx\llh\\//xi 10.17Kg - 12kg 1PCS 680*360*140mm
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