BRIGHTWAY LED Lighting

LED WALL PACK - TS Series WK04

/.

&/ LED WALL PACKLIGHT

Replacing metal halide fixtures with WKO04 series
LED wall pack increases energy efficiency and
lowers maint enance costs. Rugged die-cast
aluminum housing is powder coated, while
durable glass lens is UV-stabilized to withstand
conditions of outdoor industrial or commercial
locations.
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&/ Product Features

® Using anisolated,0-10V dimmable.
Silicone

® Protection level: Wet Location ring

The wall pack is sealed by silicone ring that Level

can avoid dust completely and be waterproof,
also the internal level ensures that the
installation is horizontal.

&/ Product Dimension
360.8 [14.21"] 235.5[9.27"]

185.7 [7.31"]

&/ Specification

Voltage | Current Efficacy
SS-WKO04-40W-H-XXK 40W 0.367
SS-WK0406-60W-H-XXK 60W 0.55 3500K
Wall Pack pLOCOKS
) SS-WK0408-80W-H-XXK 80W AC120-277V 0.734 >0.9 130Im/W 5000K 70
Light 5700K
SS-WK0410-100W-H-XXK 100W 0.917 6500K
SS-WK0412-120W-H-XXK 120W 1.4
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BRIGHTWAY LED Lighting

LED WALL PACK - TS Series WK04

&/ Specification

Input Light
Current Efficacy
SS-WK04-40W-H-MV-XXK 40W 0.367
SS-WK0406-60W-H-MV-XXK 60W 0.55 3500K
Wall Pack RO00K
; SS-WK0408-80W-H-MV-XXK 80W AC120-347V 0.734 >0.9 130Im/W 5000K 70
Light 5700K
SS-WK0410-100W-H-MV-XXK 100W 0.917 6500K
SS-WK0412-120W-H-MV-XXK 120W 1.1

Input Light
Current Efficacy
SS-WK0408-80/60/40W-H-TCP(XX) 80/60/40W 0.734 SR
4000K
SS-WK0412-120/100/80W-H-TCP(XX) 120/100/80W 1.1 5000K
AC120-277V
Wall Pack  SS-WK0412-120/100/90W-H-TP(XX) 120/100/90W 1.1 >0.9 130Im/W 3888E 70
Light 5000K
SS-WK0408-80/60/45W-H-TP(XX) 80/60/45W 0.734 SZSSE

TP = only adjust wattage, TCP = adjust color temperature and wattage.Can add the Photocell. A = PIR sensor, B = MS sensor, C = BRT sensor,
D = PHB sensor, blank = no provide sensor.

Efficacy

SS-WK0408-80/60/40W-H-MV-TCP(XX) 80/60/40W 0.734 3500K

4000K

SS-WK0412-120/100/80W-H-MV-TCP(XX)  120/100/80W 1.1 5000K

AC120-347V
Wall Pack  SS-WK0412-120/100/90W-H-MV-TP(XX) 120/100/90W 1.1 >0.9 130Im/W igggE 70

LS 5000K
5700K

SS-WK0408-80/60/45W-H-MV-TP(XX) 80/60/45W 0.734 ST

TP = only adjust wattage, TCP = adjust color temperature and wattage.Can add the Photocell. A = PIR sensor, B = MS sensor, C = BRT sensor,
D = PHB sensor, blank = no provide sensor.

&/ Installation Instruction

1.Use a screw driver to unscrew the lamp screwsand 2.Unscrew the cover of the entry hole on the lamp
remove the uppper half of the fixture. base and remove the cover.

the upper half of
the fixture
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BRIGHTWAY LED Lighting

LED WALL PACK - TS Series WK04

3. According to the embedded terminal box, punch the 4.Put the input line in the embeddedbox passes through
correspongding mounting hole on the light 's mount . the waterproof pad and then passed through the lamp base.

The wall for installing
fixture

Wire

Embedded junction box
Waterproof pad

Mounting holes on
the light's mount

5.Use screw to lock the lamp base on the embedded 6.Connect the input wire and the dimming wire of the light,
junction box. then put the connected wires into the embedded terminal box.

;
Screw=_| 1

o 3
7,
White N\— Green GND

8.Use screws to lock the fixture. Installation completed.

7.Connect the out put wires of driver with the wires of
PCB board.Please use“Dipper Switch”,to achieve
“Power and CCT Tunable” function.
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Remarks
(pcs)
40W 1 8.29/3.76 9.63/4.36
60W 1 8.42/3.82 9.77/4.43
80W 1 9.04/4.10 10.34/4.69
100W 1 9.79/4.44  11.13/5.05
120W 390*290*235mm 1 9.96/4.52 11.27/5.11
15 35"*11 42"*9 25“ 0-15M Cable
80/60/40W | | : 1 9.04/4.10  10.34/4.69
120/100/80W 1 9.96/4.52  11.27/5.11
120/100/90W 1 9.96/4.52  11.27/5.11
80/60/45W 1 9.04/4.10  10.34/4.69
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BRIGHTWAY LED Lighting

&/ Applications

&7 Note

1. The installation and maintenance must be completed by electricians or professionals.
2. Please cut off the power before installation and maintenance.

3. The thermally insulating material is not allowed to cover the fixture.
4. Please keep away from the corrosive substance.

5. Working temperature: -4°F~113°F, storage temperature: -40°F~158°F.
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